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LIGHT VISUAL RWY 33L

GENERAL EDWARD LAWRENCE LOGAN INTL (BOS)
AL-58 (FAA) BOSTON, MASSACHUSETTS

LOCALIZER 110.7
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WARREN

Weather minimums:
3000 feet ceiling and 5 mile visibility.

Vertical Guidance Navaid and Angle:
LOC I-LIP (GS 3.00°)
4-Light PAPI on right 3.00°

Note: From SCUPP, LOBBY, and KRANN:
Expect radar vectors to intercept the
BOS R-128 inbound. When cleared
for the visual, proceed on the BOS 308°
VOR/DME course to Boston Light.

NOISE SENSITIVE 128.8 257.8 (WEST)
AREA 132.225 257.8 (EAST)

D-ATIS

135.0

BOSTON APP CON
120.6 263.1
BOSTON TOWER

GND CON
121.9 121.75
CLNC DEL
121.65 257.8
CPDLC

RADAR REQUIRED

BOSTON
LIGHTHOUSE

MAINTAIN
~ AT OR ABOVE 3000
\\ UNTIL WITHIN BOS 10 DME.

ALERTON >~ 30
POINT 8o

3000
\w

MINOT’S LEDGE
LIGHTHOUSE

NOISE SENSITIVE
AREA

LIGHT VISUAL RWY 33L

BOSTON, MASSACHUSETTS
GENERAL EDWARD LAWRENCE LOGAN INTL (BOS)

Amdt 1A 120CT17 42°22'N-71°00'W

NE-1, 28 JAN 2021 to 25 FEB 2021



